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Installation instructions

System requirements

Operating system Windows 7 (32/64 Bit), Windows 8 (32/64 Bit), and Windows 8.1
(32/64 Bit), Windows 10

NOT supported are: Windows 8 RT and Windows 8.1 R

Screen resolution 1280 x 1024

CPU Intel or AMD (x86 or x86-64)

RAM Minimum 1 GB

Free disk space Minimum 500 MB

Ports USB, Bluetooth or Wifi, depending on the device

Installation USB thumb drive

Concept and installation

Concept

This measurement software applies laser measurement technology to carry out flatness and
straightness measurements. The software measures a wide range of geometric applications
directly from a PC without the need of additional handheld equipment. The software connects
directly to PRUFTECHNIK sensors for geometric measurement such as sensALIGN sensor,
LEVALIGN expert sensor, and INCLINEO.

Installation

The measurement software GEO CENTER is installed with the help of a standard Windows set-
up program. The software is available on the supplied USB thumb drive. Windows Admin-
istrator rights are required for the software installation.

1. Connect the supplied USB thumb drive to the PC.
2. Double-click 'PRÜFTECHNIK_GEO_CENTER_x.x.x.exe' file to start the installation.
3. Click "Yes" to grant permission to run the .exe file. The following window appears.

4. The language setting for the installation defaults to the language of the operating system.
Select the required language for the installation procedure from the drop-down menu and then
click "OK". The wizard installation starts.
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5. Once wizard installation is completed, the following wizard window appears.

6. Click "Next" to proceed. The following type of set-up window appears.

7. Specify the type of installation set-up preferred. "Complete" installs all options and "Cus-
tom" enables user to choose the options he prefers to install. It is recommended to select the
complete set-up. Click "Next" to proceed. The following installation window appears.
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8. Click 'Install' to start the installation. GEO CENTER will now be installed.

9. After successful installation, the following window appears.

10. Click "Finish". By default, GEO CENTER creates a desktop shortcut.
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11. Double-click the GEO CENTER icon to start the measurement software.
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